	
[bookmark: _Toc174751767]MATERIAL SAFETY DATA SHEET

	[image: MSDS1]





[image: CCF07272007_00001]


[image: CCF07272007_00002]


image1.jpeg
DIGGERS AUSTRALIA PTY LTD Tel: 08 9452 5200
7 Marmalade way Fax: 08 9493 1214
Maddington WA 6109

MATERIAL SAFETY DATA SHEET

This MSDS supersedes MSDS revision dated 6 October, 2000

IDENTIFICATION
PRODUCT NAME:
UN Number: 1300
M H I (Class: 3
I n e ra [Subsidiary Risk: nla
i Packaging Group: n
Turpentine | %
[Hazchem Code: 3[v]
Poison Schedule: 5
|OTHER NAMES: Turpentine Substitute

HAZARDOUS ACCORDING TO CRITERIA OF WORKSAFE AUSTRALIA

PRODUCT CODE: TUM
USE: For use as a solvent for paints, etc and for equipment clean up.

PHYSICAL AND CHEMICAL PROPERTIES
APPEARANCE: Colourless mobile liquid with a petroleum solvent odour

BOILING POINT: 145°C - 200°C MELTING POINT: No data available

VAPOUR PRESSURE: <6mmHg VAPOUR DENSITY: 435

SPECIFIC GRAVITY: 0.82 SOLUBILITY (WATER): Insoluble

FLASH POINT: 33°C EXPLOSION LIMITS: LEL:09% UEL55%

VOLATILES: 100 pH: Not pertinent

INGREDIENTS

Hydrocarbon liquid distilling under 300°C 64742-88-7 >38%

Benzene 71-43-2 <0.5%
HEALTH HAZARD INFORMATION

ACUTE

INGESTION

Irritating. May cause symptoms of stomach pain, nausea and vomiting. Ingestion of large doses may cause
unconsciousness. If vomiting occurs after ingestion, small droplets of the liquid may enter the lungs (aspiration) with
the risk of chemical pneumonia being induced.

EYE
Imritating.

SKIN
Mildly irritating. Contact with the product may defat and irritate the skin and contribute to dermatitis.
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EXPOSURE STANDARDS
Hydrocarbon liquid distilling under 300°C (64742-88-7): E.S. TWA: 480mg/m°

Ol mist E.S. (TWA): 5mg/m3.

AFE DLING PROCEDURES

STORAGE

Class 3 Flammable Liquids should not be transported or stored with goods of: Class 1 (Explosives), Class 2.1
(Flammable Gases, where both fammable liquid and flammable gases are in bulk), Class 2.3 (Poisonous Gases), Class
4.2 (Spontaneously Combustible Substances), Class 5.1 (Oxidising Agents), Class 6 (Poisonous (toxic) Substances,
where the flammable liquid is nitromethane), Class 7 (Radioactive Substances).

Store in a lammable liquids area: designated no smoking, away from all sources of ignition, out of direct sunlight in a
cool well ventilated area below 25 degrees Celsius. Higher temperatures may cause pressure build up inside
containers. Protect containers against physical damage. Ventilation along the floor is advised for bulk storage.

SPILLS & DISPOSAL

SPILLS: Remove unnecessary personnel from the affected area. Wear protective equipment as specified for handling.
Cover with an absorbent such as earth, sand or a commercial oil absarber. Sweep up and collect in sealable
containers. Dispose to approved land-fill.

DISPOSAL: If possible, retum to supplier. Otherwise, dispose by controlled incineration or to approved land-fill.

FIRE EXPLOSION

Flammable. Sealed containers may explode if heated. Vapours can form flammable mixtures with air. May evolve toxic|
fumes if heated or burned.

Wear self contained breathing apparatus. Keep containers as cool as possible by spraying with water, froma
protected position. Water is not effective for fire-fighting. Extinguish using foam, powder (bicarbonate or ammonium
phosphate based) or carbon dioxide.

OTHER INFORMATION

HAZARD CLASSIFICATION

Xn Harmful

RISK PHRASES

R65 Harmful: May cause lung damage if swallowed.
R38 Irritating to the skin.

CONTACT POINT

Customer Service

(08) 9452 5200

Emergency Advice

(08)94525200  7:30 - 4:30 Mon —Fri Westem Standard Time

Poisons Information Centre: Australia 131 126 or New Zealand 03 4747 000
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